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EWRC 300 NT - EWRC 500 NT
General specifications

•	 Double display with 
large figures for 
excellent visibility

•	 Liquid-resistant front 
door

•	 Load for connection 
marked next to 
terminal block

•	 Direct access to mains 
switch

•	 Robust brass hinges 
with 180° opening 
applicable to both 
sides

•	 Easily accessible 
terminal block

•	 Pre-arrangement for 
installing devices up 
to 4 DIN modules

•	 Integrated seal IP65

Line of electronic controllers for single-phase cold rooms, with direct control of compressors up to 2 HP, 
evaporator fan, defrost heater, cold room light and alarm.

Front door providing water-splash protection for the interior accommodating up to 4 DIN modules, with 
direct access to the magneto-thermal mains switch. 

Connection to Televis or ModBus supervision systems possible with opto-isolated plug-in accessory.

The product is certified compliant with the European directives regulating low-voltage switchgear for 
installation on machinery (EN61439 - EN60204).

➊ 	Download Eliwell AIR app
➋ 	Add new device clicking on “+”
➌ 	Tap on device name when recognized
➍ 	Enter bluetooth password 123456
➎ 	Tap Resources and select the ones you want to try!

Download and try 
Eliwell AIR

•	 Enable Bluetooth connectivity 
by placing HACCP Module on 
the available space through 
adhesive tape
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EWRC 300 NT - EWRC 500 NT
Technical data

Table of codes

* The number or letter in this position indicates the language available for the code: 
0: ITA; E: ENG; F: FRA; G: GER; O: POL; R: RUS; S:SPA; T:TUR; U:Arabic; W:SWE; Z:BRA

Code Description Notes
RCNS3HDLX2*700 EWRC 300 NT 2HP BUZZER AIR Buzzer/AIR
RCNS3UDLX2*700 EWRC 500 NT 2HP BUZZER AIR Buzzer/AIR
RCNS3UDTX2*700 EWRC 500 NT 2HP RTC HACCP  BUZ AIR HACCP/BUZZER/RTC/AIR
RCNA3UDLX2*700 EWRC 500 NT 2HP BUZZER 4DIN AIR Buzzer/DIN rail/AIR
RCNA3UDTX2*700 EWRC 500 NT 2HP RTC HACCP BUZ 4DIN AIR HACCP/BUZZER/RTC/DIN RAIL/AIR
RCNA3UDRX2*700 EWRC 500 NT 2HP BUZ 4D W\B AIR Buzzer/DIN rail with Circuit Breaker/AIR
RCNA3UDSX2*700 EWRC 500 NT 2HP RTC HACCP BUZ 4D W\B AIR HACCP/Buzzer/RTC/DIN rail with Circuit Breaker/AIR
KP00Q1S0 RS485 Plugin 40x49mm screw terminals Optional module

EWRC 300 NT EWRC 500 NT EWRC 500 NT BREAKER
Dimensions 213x318x102 mm 221x318x107 mm
Enclosure PC + ABS
Enclosure rating IP65
Installation Wall
Display 3 digits + sign and 4 digits
Display range NTC: -50...110 °C / PTC: -55...150 °C
Resolution 0.1 °C
Analogue inputs 3(2) x NTC / PTC*
Digital inputs 2(3) voltage-free
Digital outputs (default config. *)

Compressor
12(12) A 2 HP 250 Vac SPST

Defrost 8(8) A 1 HP 250 Vac SPST
Evaporator fan 8(4) A ½ HP 250 Vac SPST
Light - 8(8) A 1 HP 250 Vac SPST
Alarm - 8(4) A ½ HP 250 Vac SPDT

Connections Screw-type
RTC Clock Optional
HACCP Optional
Connectivity TTL serial port for HACCP Module and Unicard; RS485** port for Televis supervision system 

and Modbus RTU systems.
Power supply 230 Vac / 11 VA
Interruttore - 230 Vac Icn 4500 A 2P
Nominal current - In = 16 A
Pulse voltage - 4 KV
Operating temperature -5...+50 °C
Operating humidity 10...90 % RH (non condensing)

* configurable by user



PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

230 V~

EWRC 500 NT only

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

230 V~

PB2 PB1

TTL

N R S T

400 V~

230 V~

PB2 PB1

TTL

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

230 V~

EWRC 500 NT only

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

230 V~

PB2 PB1

TTL

N R S T

400 V~

230 V~

PB2 PB1

TTL

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

N R S T

400 V~

230 V~

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

N R S T

400 V~

230 V~

PB3 PB2 PB1 DI1 DI2

GND

RS485
(optional)

www.eliwell.com14

Functional diagrams

EWRC 300 - 500 NT
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EWRC 500 NT 4D

EWRC 5010 NT EWRC 5030 NT


