
REXT-01 Ser�es 
Thermostat�c Expans�on Valves

DATA SHEET

Thermostat�c expans�on valves regulate the flow of l�qu�d refr�gerant �n 
evaporators. The superheat�ng of the refr�gerant flu�d controls l�qu�d �nject�on.
Thermostat�c expans�on valves act as throttle between the h�gh and 
lowpressure s�des of refr�gerat�on systems and ensure that the refr�gerant flow 
rate �nto the evaporator matches the rate of evaporat�on of l�qu�d refr�gerant �n 
the evaporator. If the actual superheat�ng �s greater than the set po�nt,
the valve feeds the evaporator more l�qu�d refr�gerant. If the actual 
superheat�ng �s lower than the set po�nt, the valve decreases the flow of l�qu�d 
refr�gerant to the evaporator. Th�s ensures that the evaporator �s ut�l�zed fully 
and that no l�qu�d refr�gerant can reach the compressor.

Introduct�on of Thermostat�c Expans�on Valves

• E�ght �nterchangeable or�fice assembl�es prov�de a large capac�ty range.
• 45 bar max�mum work�ng pressure allows the use of h�gh
  pressure refr�gerants.
• D�fferent type of connect�ons.
• Cleanable / exchangeable �nlet stra�ner �n or�fice assembly.
• Sta�nless steel bulb, for best heat transfer.
• Internal or external equal�ser.
• Adjustable stat�c superheat.

Features

Order Codes

REXT-01 Type Valve Body

REXT-01 Type Or�fice

R22 R407C R134a R404A-507

026BS9000 0 1.0 1.1 0.90 0.70

026BS9001 1 2.5 2.7 1.8 1.6

026BS9002 2 3.5 3.8 2.6 2.1

026BS9003 3 5.2 5.6 4.6 4.2

026BS9004 4 8.0 8.6 6.7 6.0

026BS9005 5 10.5 11.3 8.6 7.7

026BS9006 6 15.5 16.7 10.5 9.1

Code Nr Orifice Nr

Rated capacity in Kw

Code Nr Model Refrigerant
Working

Range

Working

Pressure
Connection

Pressure

Equalization
Box Pcs

026BS0001 REXT-01-10A01 R134a 3/8in x 1/2in Flare Flare Internal 25 pcs

026BS0002 REXT-01E-10A01 R134a 3/8in x 1/2in Flare Flare Flare External 25 pcs

026BS0003 REXT-01-11A01 R404A/ R507 3/8in x 1/2in Flare Flare Internal 25 pcs

026BS0004 REXT-01E-11A01 R404A/ R507 3/8in x 1/2in Flare Flare Flare External 25 pcs

026BS0005 REXT-01-11A02 R404A/ R507 3/8in x 1/2in Flare Solder Internal 25 pcs

026BS0006 REXT-01E-11A02 R404A/ R507 3/8in x 1/2in Flare Solder Solder External 25 pcs

026BS0007 REXT-01-12A01 R22/R407C 3/8in x 1/2in Flare Flare Internal 25 pcs

026BS0008 REXT-01E-12A01 R22/R407C 3/8in x 1/2in Flare Flare Flare External 25 pcs

–40°C/+10°C

PS 34 bar

MWP

 500 ps ig 
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Subcool�ng generally �ncreases the capac�ty of a refr�gerat�on system and may be accounted for when d�mens�on�ng an expans�on valve by 
capac�ty correct�ons for evaporat�ng temperature, temperature and subcool�ng are all �ncorporated �n Kt are �n part�cular the l�qu�d dens�ty 
upstream from the expans�on valve, the d�fferent enthalp�es of l�qu�d and vapour phase refr�gerants as well as certa�n part of flash gas after 
expans�on. The percentage of flash gas d�ffers w�th var�ous refr�gerants and depends on system cond�t�ons. Heavy subcool�ng results �n very 
small flash gas amounts and therefore �ncreases expans�on valve capac�t�es. These cond�t�ons are not covered by Kt. L�kew�se, small flash gas 
amounts lead to reduced evaporator capac�t�es and may result �n substant�al d�screpanc�es between the capac�t�es of the Thermostat�c expans�on 
valve and the evaporator. These effects must be cons�dered dur�ng component select�on when des�gn�ng refr�gerat�on c�rcu�ts. In cases when 
subcool�ng exceeds 15 K, s�z�ng of TXV should bemod�fied accord�ngly. The field pract�ce �nd�cates the follow�ng correct�on factors can be used 
to  compensate the effect of the subcool�ng (l�qu�d hammer�ng) �n add�t�on to the use of correct�on factors Kt, and Kp.

REXT-01 Type Valve Body

What �s Subcool�ng ?



Refr�gerant R22/R407C - Capac�t�es �n kW for temperature range - 40°C → + 10°C

Δtsub [°K] 4 10 15 20 25 30 35 40 45

1 1,05 1,1 1,15 1,2 1,25 1,29 1,4 1,45Fsub

Correct�on factor for subcool�ng Δtsub ≠  4°K

2 4 6 8 10 12 14 16 2 4 6 8 10 12 14 16

0 0,87 1,1 1,2 1,3 1,4 1,4 1,4 1,5 0 0,84 1 1,2 1,3 1,3 1,4 1,4 1,4

1 2,2 2,8 3,2 3,4 3,6 3,7 3,8 3,8 1 1,9 2,4 2,7 3 3,1 3,2 3,3 3,3

2 3 4 4,7 5,1 5,4 5,6 5,8 5,8 2 2,6 3,4 4 4,3 4,6 4,8 4,9 5

3 5,4 7,2 8,3 9,1 9,7 10 10,2 10,3 3 4,6 6,1 7,1 7,8 8,2 8,5 8,7 8,8

4 8,1 10,8 12,5 13,8 14,5 15 15,5 15,5 4 6,9 9,1 10,5 11,5 12,2 12,7 13 13,2

5 10,2 13,6 15,7 17,2 18,3 18,9 19,3 19,5 5 8,8 11,6 13,3 14,6 15,5 16,1 16,4 16,6

6 12,6 16,7 19,3 21 22,3 23,1 23,5 23,7 6 10,8 14,2 16,3 17,8 18,9 19,6 20 20,2

Evaporating temperature = - 10 °C Evaporating temperature = - 20 °C

0 0,79 0,96 1,1 1,2 1,2 1,3 1,3 1,3 0 0,88 1 1,1 1,1 1,2 1,2 1,2

1 1,6 2 2,3 2,5 2,6 2,7 2,8 2,8 1 1,7 1,9 2 2,2 2,3 2,3 2,3

2 2,2 2,9 3,3 3,6 3,8 4 4,1 4,1 2 2,4 2,7 2,9 3,1 3,2 3,3 3,3

3 3,9 5,1 5,9 6,4 6,8 7,1 7,3 7,3 3 4,2 4,8 5,2 5,5 5,8 5,9 6

4 5,8 7,6 8,7 9,5 10,1 10,5 10,8 10,9 4 6,2 7,1 7,7 8,2 8,5 8,7 8,8

5 7,4 9,6 11 12 12,8 13,3 13,6 13,8 5 7,9 9 9,8 10,3 10,8 11 11,2

6 9,1 11,6 13,5 14,7 15,6 16,2 16,6 16,8 6 9,6 11 11,9 12,6 13,1 13,5 13,7

Evaporating temperature = - 30 °C Evaporating temperature = - 40 °C

0 0,79 0,9 0,96 1 1,1 1,1 1,1 0 0,8 0,86 0,92 0,95 0,98 0,99

1 1,4 1,5 1,7 1,8 1,8 1,9 1,9 1 1,3 1,4 1,4 1,5 1,5 1,6

2 1,9 2,2 2,7 2,5 2,6 2,6 2,7 2 1,7 1,9 2 2 2,1 2,1

3 3,4 3,9 4,2 4,4 4,6 4,7 4,8 3 3,1 3,4 3,5 3,7 3,8 3,8

4 5 5,7 6,2 6,6 6,8 7 7,1 4 4,6 4,9 5,2 5,4 5,6 5,7

5 6,4 7,2 7,8 8,3 8,6 8,8 9 5 5,8 6,3 6,6 6,9 7,1 7,2

6 7,8 8,8 9,6 10,1 10,5 10,8 11 6 7,1 7,7 8,1 8,4 8,7 8,8

Evaporating temperature = + 10 °C

Pressure drop across  va lve [bar]
Ori fice 

Nr

Ori fice 

Nr

Pressure drop across  va lve [bar]

Evaporating temperature = 0 °C

2 4 6 8 10 12 14 16 2 4 6 8 10 12 14 16

0 0,71 0,86 0,93 0,97 0,98 0 0,65 0,78 0,86 0,89 0,91

1 1,5 1,9 2,1 2,2 2,2 1 1,3 1,6 1,7 1,8 1,8

2 2,0 2,6 3,0 3,1 3,2 2 1,7 2,2 2,4 2,6 2,6

3 3,6 4,7 5,3 5.6 5,8 3 3,0 3,9 4,4 4,6 4,7

4 5,4 7,0 7,8 8,3 8,6 4 4,5 5,7 6,4 6,8 7,0

5 6,9 8,9 9,9 10,8 10,9 5 5,7 7,3 8,1 8,6 8,8

6 8,4 10,8 12,1 12,8 13,2 6 7,0 8,9 1,0 10,5 10,8

Evaporating temperature = - 10 °C Evaporating temperature = - 20 °C

0 0,59 0,70 0,77 0,81 0,82 0 0,53 0,62 0,69 0,72 0,73

1 1,0 1,3 1,4 1,5 1,5 1 0,81 1,0 1,1 1,2 1,2

2 1,4 1,8 2,0 2,1 2,1 2 1,1 1,4 1,5 1,6 1,7

3 2,5 3,1 3,5 3,7 3,8 3 2,0 2,5 2,8 2,9 3,0

4 3,6 4,6 5,1 5,4 5,6 4 2,9 3,6 4,0 4,3 4,4

5 4,6 5,8 6,5 6,9 7,1 5 3,7 4,6 5,1 5,4 5,5

6 5,7 7,1 8,0 8,4 8,6 6 4,5 5,6 6,2 6,6 6,8

Evaporating temperature = - 30 °C Evaporating temperature = - 40 °C

0 0,48 0,55 0,61 0,64 0,64 0 0,44 0,50 0,54 0,56 0,57

1 0,66 0,80 0,88 0,93 0,95 1 0,54 0,65 0,72 0,78 0,77

2 0,9 1,1 1,2 1,3 1,3 2 0,7 0,9 1,0 1,0 1,0

3 1,6 2,0 2,2 2,3 2,3 3 1,3 1,6 1,8 1,9 1,9

4 2,3 2,9 3,2 3,3 3,4 4 1,9 2,3 2,6 2,7 2,7

5 3,0 3,6 4,0 4,2 4,3 5 2,4 2,9 3,2 3,5 3,5

6 3,6 4,4 4,9 5,2 5,3 6 3,0 3,6 4,0 4,2 4,3

Ori fice 

Nr

Pressure drop across  va lve [bar] Pressure drop across  va lve [bar]
Ori fice 

Nr
Evaporating temperature = + 10 °C Evaporating temperature = 0 °C

Refr�gerant R134a - Capac�t�es �n kW for temperature range - 40°C → + 10°C

Δtsub [°K] 4 10 15 20 25 30 35 40 45

Fsub 1 1,06 1,12 1,17 1,23 1,29 1,35 1,44 1,49

Correct�on factor for subcool�ng Δtsub ≠  4°K

The evaporator capac�t�es used must be corrected �f subcool�ng dev�ates 
from 4 K. The corrected capac�ty can be obta�ned by d�v�d�ng the
requ�red evaporator capac�ty by the correct�on factor on the left table.

The evaporator capac�t�es used must be corrected �f subcool�ng dev�ates 
from 4 K. The corrected capac�ty can be obta�ned by d�v�d�ng the
requ�red evaporator capac�ty by the correct�on factor on the left table.
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Refr�gerant R404A/R507A - Capac�t�es �n kW for temperature range - 40°C → + 10°C

Correct�on factor for subcool�ng Δtsub ≠  4°K

The evaporator capac�t�es used must be corrected �f subcool�ng dev�ates 
from 4 K. The corrected capac�ty can be obta�ned by d�v�d�ng the
requ�red evaporator capac�ty by the correct�on factor on the left table.

2 4 6 8 10 12 14 16 2 4 6 8 10 12 14 16

0 0,67 0,82 0,90 0,94 0,96 0,96 0,93 0,90 0 0,68 0,80 0,87 0,90 0,92 0,93 0,91 0,87

1 1,70 2,10 2,30 2,42 2,48 2,46 2,41 2,34 1 1,53 1,86 2,04 2,13 2,18 2,18 2,15 2,08

2 2,32 3,00 3,39 3,61 3,73 3,74 3,68 3,59 2 2,06 2,64 2,95 3,13 3,22 3,25 3,21 3,11

3 4,15 5,36 6,03 6,43 6,63 6,66 6,55 6,39 3 3,68 4,72 5,27 5,59 5,75 5,80 5,73 5,55

4 6,24 8,06 9,06 9,66 9,95 9,98 9,81 9,57 4 5,49 7,15 7,86 8,33 8,58 8,64 8,53 8,27

5 7,91 10,17 11,43 12,16 12,53 12,56 12,34 12,03 5 6,97 8,92 9,95 10,52 10,83 10,90 10,76 10,43

6 9,71 12,47 13,98 14,86 15,29 15,31 15,05 14,66 6 8,57 10,93 12,16 12,85 13,21 13,30 13,12 12,72

Evaporating temperature = - 10 °C Evaporating temperature = - 20 °C

0 0,65 0,76 0,82 0,84 0,87 0,87 0,85 0,83 0 0,70 0,75 0,77 0,79 0,79 0,79 0,76

1 1,31 1,61 1,74 1,81 1,84 1,85 1,84 1,78 1 1,34 1,45 1,50 1,52 1,52 1,51 1,47

2 1,76 2,24 2,50 2,62 2,69 2,71 2,68 2,60 2 1,85 2,04 2,14 2,17 2,18 2,16 2,09

3 3,14 4,02 4,47 4,69 4,81 4,84 4,79 4,65 3 3,32 3,66 3,83 3,89 3,90 3,86 3,75

4 4,66 5,97 6,61 6,95 7,13 7,18 7,11 6,91 4 4,88 5,40 5,64 5,75 5,77 5,71 5,56

5 5,93 7,57 8,39 8,81 9,02 9,08 8,99 8,73 5 6,20 6,86 7,17 7,29 7,31 7,23 7,05

6 7,28 9,27 10,26 10,76 11,00 11,08 10,97 10,65 6 7,60 8,39 8,75 8,91 8,93 8,84 8,61

Evaporating temperature = - 30 °C Evaporating temperature = - 40 °C

0 0,67 0,70 0,70 0,70 0,69 0,67 0 0,60 0,61 0,62 0,61 0,60 0,59

1 1,18 1,21 1,23 1,21 1,20 1,17 1 0,92 0,96 0,97 0,96 0,94 0,91

2 1,63 1,69 1,71 1,70 1,68 1,64 2 1,27 1,32 1,33 1,31 1,28 1,24

3 2,93 3,04 3,07 3,06 3,02 2,93 3 2,28 2,36 2,38 2,36 2,31 2,24

4 4,28 4,47 4,52 4,51 4,46 4,35 4 3,34 3,47 3,50 3,48 3,42 3,33

5 5,45 5,68 5,74 5,74 5,67 5,52 5 4,25 4,41 4,45 4,43 4,36 4,24

6 6,66 6,94 7,02 7,01 6,93 6,75 6 5,19 5,39 5,45 5,42 5,33 5,19

Ori fice 

Nr

Pressure drop across  va lve [bar]

Evaporating temperature = + 10 °C

Ori fice 

Nr

Pressure drop across  va lve [bar]

Evaporating temperature = 0 °C

Δtsub [°K] 4 10 15 20 25 30 35 40 45

Fsub 1 1,06 1,12 1,17 1,23 1,29 1,35 1,44 1,49

Page:03

1 Model

2 Refrigerant

3 Working Range

4 Working Pressure

5 Range Type

6 Refnox Control Code

7 Refnox Order Code

Mark�ng of Valve and D�mens�ons.
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