o5t (pa) Product model YDWFT4LATP4-4T0N-400 §

140

product type External rotor axial flow fan
130 ®
- customer code

110 MAER Product number KH0000044
100 certification CE,CCC

90

SUCTION
- 80

. Condition of use:

60 1) voltage and frequency: _1 ~ 220Vt 5% , 50 Hz o
50 2) Lead cable:Terminal block, the recommended standard
© of lead wire is not less than 0.5 mm?® .

" 3) Installation position: vertical or upward.

4) ambient temperature:—-40~75°C.

20

10 \ The external wiring diagram:

1 —
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PS: Fan working perfornance tested yith Naer wall plate, and under standard atmospheric pressure at 20 C.

Performance parameters at key point:

psf I P1 n Q
(pa) A) (W [(¢/min)| (m/h)
0 0.77 167 1413 3727 Mark:

Technical specification: L L (%BLOW SinglePhase Asynchronous
) 99 | 1.00 | 219 | 1352 | 2417 axacean  Bxternal Rotor Notor for Fan
1. A1l parts of fan should be properly assembled, 123 105 1333 | 1590
no oil or dirt on the surface, no obvious distortion, . Type . YDWF74L47P4-470N-400 SUCTION
mechanical damage and other defects. V/F : 220V/50Hz
2.Fan rotation is flexible, no delay, no operation sound, Test data at free : NW/GH : / K@
no scratch and other undesirable phenomena. : - .
3. The safety requirement of fan is performed according comection | UAC f t Noise arY ) PGS
to GB12350-2009, the electrical strength is 1500Vmin, (V)54 | (o) (e/nin) £104B(H Meas : 45X45X20 CH
and the insulation resistance is not less 120 | 50 : 1400 68 Date : CE
than 100MQ at room temperature. Order
4.Motor insulation class, F CLASS. RPM : 1352 rpm  Made in CHINA
5.Motor protection level, IP54, fan protection
level, IP2X.
6. The fan balance level is:1400+10%r/min high than Nameplate:

G6. 3, vibration value is less than 5. 4mm/s. )%MKNer. | Page| 1 |E@ @ Mﬂg’ 4]‘(}2\4%%}‘&/&%\'

7.400 concave net cover N90. : é%/WG Kg ﬁglName E%/Date Mer Fan dotor ZHEJIANG MAER FAN MOTOR CO.,LTD.
8. Customers require trademark and shipping mark. 2197 1.00A 1352r/nin @ 99Pa C€ é% @/DraWing }fc ﬁﬂ*&;ﬁ
9. TPI bearing. nsf=30. 4% N=40.8 CL.F P54 2021/04 iﬁ' B /Checked Product Specification

#.% /Approved 55 Notel
% F #3k/Customer o
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