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Scroll compressors R410A · SH · 50 Hz

Compressor 
model

Connections
Mounting 

feet
Motor 

protection

Code no. for Multi pack Code no. for Single pack

Nbr
4 4 6 7

460/3/60
380-400/3/50

460/3/60
380-400/3/50

230/3/50
575/3/60
500/3/50

SH090 Brazed Flexible Internal 8 120H0004 120H0003 120H0005 120H0007

SH105 Brazed Flexible Internal 8 120H0212 120H0211 120H0213 120H0215

SH120 Brazed Flexible Internal 8 120H0014 120H0013 120H0015 120H0017

SH140 Brazed Flexible Internal 8 120H0202 120H0201 120H0203 120H0205

SH161 Brazed Flexible Internal 8 120H0024 120H0023 120H0025 120H0027

SH184 Brazed Flexible Internal 120H0362 120H0361 120H0363 120H0365

SH180 
Brazed rigid Module 24V AC * 6 120H0268 120H0267 - 120H0269

Brazed rigid Module 230 V * 6 120H0276 120H0457 - 120H0459

SH240 
Brazed rigid Module 24V AC * 6 120H0292 120H0291 - 120H0293

Brazed rigid Module 115-230 V * 6 120H0300 120H0465 - 120H0467

SH245 
Brazed rigid Module 24V AC * 6 120H0292 120H0291 - 120H0293

Brazed rigid Module 115-230 V * 6 120H0300 120H0465 - 120H0467

SH300 
Brazed rigid Module 24V AC * 4 120H0238 120H0237 - 120H0241

Brazed rigid Module 115-230 V * 4 120H0240 120H0473 - 120H0475

SH380 
Brazed rigid Module 24V AC * 120H0254 120H0253 - 120H0257

Brazed rigid Module 115-230 V * 4 120H0256 120H0255 - 120H0483

 models with rigid mounting feet are for parallel mounting only. For single mounting use flexible grommet kit ref 8156138
* Electronic motor protection, module located in terminal box

Scroll compressors – SH series

Te -20 -20 -15 -15 -10 -10 -5 -5 0 0 5 5 10 10 15 15

Tc Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

Cooling 
(W)

Pe 
(kW)

SH090-4 35 9600 4.97 12100 4.86 14900 4.78 18200 4.71 22000 4.66 26300 4.64 31300 4.64 36900 4.68

45 8500 5.60 10500 6.08 13100 5.99 16100 5.91 19600 5.85 23500 5.82 28000 5.81 33200 5.83

55 - - - - 11300 7.09 13900 7.44 17000 7.38 20500 7.35 24500 7.33 29200 7.35

SH105-4 35 11800 5.93 14700 5.83 18000 5.74 21900 5.67 26300 5.62 31400 5.59 37100 5.58 43700 5.58

45 10200 6.66 12900 7.24 15900 7.15 19400 7.08 23400 7.02 28100 6.99 33400 6.97 39400 6.97

55 - - - - 13900 8.35 16800 8.82 20400 8.77 24600 8.73 29400 8.72 34800 8.73

SH120-4 35 13400 6.56 16700 6.48 20500 6.38 24900 6.28 30000 6.20 35800 6.17 42400 6.21 49900 6.32

45 11400 7.35 14600 8.05 18100 8.00 22100 7.92 26700 7.84 32000 7.77 38000 7.75 44900 7.78

55 - - - - 15200 9.34 19100 9.82 23200 9.79 27900 9.74 33300 9.71 39500 9.70

SH140-4 35 15500 7.38 19200 7.30 23400 7.20 28400 7.11 34000 7.06 40500 7.04 47800 7.09 56100 7.22

45 13700 8.53 16900 9.12 20800 9.04 25200 8.93 30400 8.83 36200 8.73 42900 8.68 50500 8.67

55 - - - - 18000 10.75 21700 11.20 26200 11.08 31400 10.95 37400 10.83 44200 10.72

SH161-4 35 17600 7.78 21700 7.77 26500 7.79 32100 7.83 38500 7.88 45800 7.92 54100 7.93 63600 7.91

45 15100 9.80 19100 9.72 23500 9.72 28600 9.75 34400 9.79 41000 9.83 48700 9.87 57300 9.88

55 - - - - 19900 12.37 24600 12.16 29700 12.17 35700 12.20 42500 12.23 50300 12.25

SH180-4 35 19200 9.09 24000 9.12 29600 9.14 36000 9.16 43500 9.19 52100 9.23 61800 9.30 72700 9.38

45 16600 11.26 21000 11.30 26200 11.33 32100 11.34 39000 11.34 46800 11.34 55700 11.35 65800 11.37

55 - - - - 22300 14.12 27600 14.12 33700 14.10 40700 14.07 48700 14.03 57800 13.99

SH184-4 35 19800 9.25 24500 9.16 29900 9.09 36200 9.04 43400 9.04 51700 9.08 61200 9.20 71900 9.39

45 17800 10.65 21600 11.43 26500 11.34 32200 11.25 38700 11.20 46300 11.18 54800 11.21 64600 11.31

55 - - - - 23400 13.36 27800 13.98 33600 13.89 40200 13.82 47900 13.78 56600 13.80

SH240-4 35 26700 11.95 33200 12.02 40700 12.06 49200 12.11 59000 12.17 70200 12.27 82800 12.43 97100 12.65

45 23300 14.80 29300 14.90 36100 14.97 43900 15.02 52800 15.06 63000 15.12 74500 15.21 87400 15.34

55 - - - - 30900 18.57 37800 18.64 45800 18.69 54800 18.72 65100 18.77 76800 18.85

SH295-4 35 33300 14.42 40900 14.61 49800 14.77 60200 14.95 72100 15.19 85700 15.53 101200 16.03 118600 16.72

45 29400 17.53 36300 17.83 44400 18.05 53800 18.23 64600 18.41 76900 18.64 91000 18.96 107000 19.42

55 - - - - 38500 22.00 46700 22.27 56200 22.48 67200 22.68 79800 22.91 94100 23.22

SH300-4 35 34000 14.96 42000 15.13 51300 15.30 62100 15.49 74400 15.70 88500 15.96 104600 16.27 122700 16.66

45 29800 18.35 37100 18.51 45500 18.67 55200 18.84 66500 19.03 79300 19.26 93900 19.55 110500 19.91

55 - - - - 39000 22.98 47600 23.13 57500 23.30 68900 23.50 82000 23.75 96900 24.07

SH380-4 35 40400 18.41 50000 18.58 61100 18.70 74000 18.83 88900 18.99 105900 19.24 125300 19.61 147200 20.15

45 35500 22.35 44200 22.65 54300 22.85 66000 22.99 79600 23.12 95100 23.26 112900 23.48 133000 23.80

55 - - - - 46600 27.95 57000 28.19 69000 28.35 82900 28.47 98900 28.61 117100 28.79

To: Evaporating temperature in °C	 Qo: Cooling capacity in W	 Superheat = 11.1 K	 Voltage: 400 V / 3 / 50 Hz
Tc: Condensing temperature in °C	 Pe: Power input in kW	 Subcooling = 8.3 K

Further reference


